






Long blade / long arm configuration

DIMENSIONS
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A Overall length 3 620 / 3 620 mm G Track width 230 mm

A’ Overall length with blade at the back
3 925 / 3 925 mm  
4 205 / 4 205 mm*

H Overall blade width 980 / 1 320 mm***

I Overall blade height 235 mm

B Overall height 2 320 / 2 330 mm** J Blade distance 1 120 / 1 405 mm*

C Overall width 980 /  1320 mm*** K Max. blade height above the ground 255 / 360 mm*

D Length of track on ground 1 185 mm L Max. blade depth 300 / 410 mm*

E Undercarriage length 1 560 mm M Minimum ground clearance 160 mm

F Lane 750 / 1 090 mm*** N Ground clearance under counterweight 440 mm

A Max. digging depth – Blade lifted 2 470 / 2 760 mm G Max. cutting height 3 495 / 3 710 mm

B Max. digging depth – Blade lowered
2 600 / 2 880 mm 
2 610 / 2 885 mm*

H Boom swinging base to left 75°

I Boom swinging base to right 60°

C Max. digging reach on ground 3 855 / 4 135 mm J Arm length 960 / 1 250 mm

D Max. digging reach 3 910 / 4 185 mm K Front turning radius 1 510 / 1 550 mm

E Max. vertical wall 1 470 / 1 660 mm L Front turning radius with boom swing 850 / 875 mm

F Max. unloading height 2 565 / 2 780 mm M Rear turning radius 1 060 / 1 130 mm

* Short blade / Long bladeShort arm / Long arm ** Canopy / Cabin *** Retracted undercarriage / Extended undercarriage
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TECHNICAL SPECIFICATIONS
Canopy Cabin

Operating weight (rubber tracks - with operator, quick hitch & bucket) 1 880 kg 0,32 kgf/cm² 1 970 kg 0,33 kgf/cm²

Transport weight (rubber tracks - without quick hitch & bucket) 1 750 kg 0,29 kgf/cm² 1 840 kg 0,31 kgf/cm²

[ WEIGHT +/- 2% (EN-STANDARDS) ]

Type 3TNV76-QBVA

Regulation Stage V

Fuel Diesel

Net power 13,1 kW (at 2100 rpm)

Gross power 13,5 kW (at 2100 rpm)

Displacement 1,116 liter

Maximum torque 63,4 – 69,2 N.m (1600 +/- 100 rpm)

Cooling Water-cooling

Starter 12 V - 1,4 kW

Battery 12 V – 45 Ah

Alternator 12 V – 40 A

[ ENGINE ]

[ MAINTENANCE FREQUENCY ]

[ Change engine oil and filter: 500 hours ] [ Change fuel filter: 250 hours ] [ Change hydraulic oil filter: 500 hours ] [ Change hydraulic oil:  
1000 hours ] [ Change hydraulic oil return filter: 500 hours ] [ Change cooling fluid: 2000 hours ]

Fuel tank 27 liters

Coolant 4,2 liters

Engine oil 3,4 liters

Hydraulic circuit (including hydraulic tank) 34,3 liters

Hydraulic tank 19,5 liters

[ CAPACITIES ]

Number of slide shoe plate 1

Number of bottom rollers 3

Track tensioning system Grease adjuster

[ UNDERCARRIAGE ]

Travel speed (Low / High) 2,4 / 4,4 km/h

Rotation speed 10 rpm

Digging force (Short arm / Long arm) 11,4 kN / 9,3 kN

Digging force (European bucket) 16,7 kN

Traction force (1st speed / 2nd speed) 12,9 kN / Auto kickdown

Gradeability (climbing ability) 30°

Noise level (2000/14/CE & 2005/88/CE) LwA :  91 dBA / LpA :  80 dBA 

[ PERFORMANCE ]

[ HYDRAULIC SYSTEM ]
Maximum pressure 220 bar

1 double variable displacement piston pump 2x17,8 l/min

1 gear pump 16,8 l/min

1 gear pump 9,4 l/min

PTO
Measured data at max. engine speed

Pressure Oil flow

1 0 – 150 bar 36 – 22,5 l/min

2 0 – 200 bar 20 – 16,6 l/min

Oil flow decreases 
as the pressure 

increases
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[ STANDARD EQUIPMENT ]

Performance
3TNV76-QBVA Yanmar diesel engine | Stage V compliant | Indirect injection | Air filter clogging indicator | Water separator |  
Long arm (1 250 mm) | Extendable undercarriage (980-1 320 mm) | Auto kickdown travel motors | Blade with short lifting arms (615 mm) | 
3rd auxiliary proportional hydraulic line with joystick control | 2nd travel speed | 1 LED work light on the boom side.

Comfort & ease of use
LCD operator interface | Heating system (cabin) | Fabric/skai covered, adjustable and reclining seat with medium backrest | Adjustable 
armrests | Retractable front upper window | Right side sliding window | Transparent front roof area | 1 x 12V electric supply + 2 x 5V USB 
charging ports | Cup holder | Lockable document box.

Safety and durability
ROPS / TOPS / FOPS I protection rating canopy & cabin | Access handrails | Orange seatbelt | Evacuation hammer | Support bracket for fire 
extinguisher | Boom cylinder upper position | Hydraulic hoses routed inside the boom | 4 tie down points on the undercarriage | Bucket, arm 
and blade cylinder guards.

Miscellaneous
Toolkit | Grease pump | Blue quick connector on battery terminal | Smart Assist Remote.

[ OPTIONAL EQUIPMENT ]

Performance
Short arm (960 mm) | Blade with long lifting arms (891 mm) | 4th auxiliary proportional and adjustable hydraulic line | 
 Hydraulic quick hitch supply line | 1/2 hydraulic circuit (clamshell bucket line) | Flat face hydraulic quick couplers | 2 additional front LED work 
lights| 1 additional rear LED work light | 1 pluggable LED orange flashing beacon | Additional counterweight  
(+ 50kg) | Special paint.

Comfort & ease of use
Premium fabric/skai covered, adjustable and reclining seat with high backrest | Left and right mirrors | Large travel pedals |  
Radio (AM/FM) | Greasing pump bracket.

Safety and durability
Bucket and arm cylinders protection | Safety valves for lifting applications | Seatbelt sensor (visual/sound warning) with or without pluggable 
LED green flashing beacon | Front polycarbonate operator protection shield (canopy) | 4 additional tie down points on the turning frame | 
Variety of anti-theft systems | Travel alarms.

Miscellaneous
Engine auto idle system | Internal/external battery cut-off removable handles (plastic/steel).

[ ATTACHMENTS ]

We offer a range of factory fitted attachments to maximize the versatility of your mini excavator. Yanmar offers selected mechanical and 
hydraulic quick couplers, Powertilt, digging buckets, ditch cleaning buckets, rippers and breakers.
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Printed in France – Materials and specifications are subject to change from the manufacturer without notice – Please contact your local Yanmar Compact Equipment EMEA dealer for 
further information.

Yanmar Compact Equipment EMEA

www.yanmar.com


